
High Definition Surveillance

5.0 MEGAPIXEL HD-TVI 100' IR VARIFOCAL 
INDOOR DOME SECURITY CAMERA
Small but mighty HD-TVI camera delivers zero 
latency HD video over coax cable

 + 5.0 MP resolution HD video

 + 2560 x 1944 resolution @ 20fps

 + 2.8 - 12 mm lens offers 102° to 31° horizontal field of view

 + OSD menu, DNR

 + -40°F ~140°F operating temperatures

 + Smart IR for better night vision

What's Included:
 + (1) 5.0 MP HD-TVI 
IR Indoor Dome 
Security Camera

 + (1) Mounting template
 + (1) Mounting hardware
 + (1) Quick start guide

5.0 Megapixel
HD-TVI

ALI-TS2025R



5.0 MEGAPIXEL HD-TVI 100' IR VARIFOCAL 
INDOOR DOME SECURITY CAMERA

IMAGING SPECIFICATIONS

Imager Type CMOS

Color Yes

Camera Resolution (px) 2560 x 1944 @ 20fps

Megapixel 5.0

Day/Night Function True D/N w/Mechanical Cut Filter

Digital Noise Reduction (DNR) Yes

Electronic Shutter 1/25(1/30) to 1/50,000 sec

IR Array Range (ft) 100

Lux (B/W) 0.0

Lux (Color) 0.008

OSD Yes

LENS SPECIFICATIONS

Relative Aperture (F-stop) 1.2

FOV (degrees) 102° ~ 31°

Lens Included Yes

Lens Type Motorized Varifocal

Focal Length (mm) 2.8 - 12

PHYSICAL CHARACTERISTICS

Dimensions 5.35" x 4.01"

Pan Angle 0° ~ 360°

Tilt Angle 0° ~ 75°

Construction Plastic

Mounting Bracket Included Yes

Operating Humidity 90% or less (non-condensing)

Operating Temperature (F) -40° ~140°

Product Color White

Outdoor No

Ingress Protection IP65

Weight (lb) 1.3

POWER REQUIREMENTS

Power Supply Included No

Dual Voltage No

Power (w) 12 V DC ±25%, Max 6 W

CONNECTORS

Connectors 1 HD-TVI BNC

SPECIFICATIONS

ALI-TS2025R

OPTIONAL ACCESSORIES

Flange Plate for 
Turret and Dome Cameras

ALI-AF2

Round Junction Box for  
IP Turret Cameras

ALI-AJ7


